
Key Features 

System 

CPU 
Intel® Core™ i7-4770TE  
(8M Cache, Quad Core 2.3GHz  
up to 3.3GHz) 

Chipset Intel® H81  

Memory 2 x 2GB SO-DIMM DDR3 up to16GB 

Graphics  Intel® HD 4600 

SATA 2 x Serial ATA 3.0  

Ethernet 
1 x Intel® I217 GbE 
1 x Intel® I210 GbE  

Sound Realtek ALC886 HD Codec 

Power 
AC-DC Adapter 120W 
100~240Vac(50Hz~60Hz) 

ACE-BoxIPC-74L2-S4 

• Support 2 x Gigabit LAN Ports 

• DDR3L  SO-DIMM 4GB Memory up to 16GB 

• Support 3 x Independent Displays  

• Support Wall Mounting 

• Support 4 expansion slots  
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Rear I/O 

Graphic ports 
1 x VGA (2048x1536@60Hz) 
1 x DVI-D (1920x1080@60Hz) 
1 x DP (3200x2000@60Hz) 

Ethernet 2 x RJ45 

Audio 1 x MIC-in/Line-in/Line-out 

USB Port 
2 x USB 2.0 (2 x Rear) 
4 x USB 3.0 (4 x Rear)  

COM ports 6 x RS-232/422/485 

Expansions 
1 x PCIe x16 slot 
3 x PCI Slots 
1 x Mini PCIe 

Others - 

Storage  

HDD 2.5” 1TB 

Environment 

Operating Vibration  IEC68-2-64  

Operating Shock  
Half sine wave 3G, 11ms, 
3 shock per axis  

Operating Temp.  0 ~ 45℃ 

OS 

Support 
Windows XP (32-bit & limited 
function)  Windows 7, WES 7, 
Windows 8, WE8S, Linux 

Dimensions 

W x H x D 235 x 208.2 x 222mm 

Weight 5.3Kg 
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인증번호 :  
MSIP-REM-ANx-BoxlPC-74L2-S4 
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