
Key Features 

System 

Display 
15" 1024 x 768 
Backlight Lifetime: 50,000Hrs 
Luminance: 400(cd/㎡) 

Touch 
Screen 

Analog Resistive/ 5-Wire  
Controller USB Interface 

CPU 
Intel® Celeron® J1900 (SOC),  
Quad Core, 2M Cache,  
2.0GHz up to 2.42GHz, 10W 

Memory  4GB DDR3L SO-DIMM (8GB Max) 

Graphics Intel® HD  

Ethernet 
2 x Intel® I210AT PCIe 
(10/100/1000Mbps) 

Sound  Realtek ALC888 5.1-channel 

Power Input : 100 ~ 240Vac (50~60Hz) 

ACE-PPC-15AT 

• Support 1024 x 768 dots 

• DDR3L  SO-DIMM 4GB Memory up to 8GB 

• Support VESA Mounting 

• Support Touch Screen 
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Rear I/O 

Graphic ports 
1 x VGA (1920 x 1200@60Hz) 
1 x DVI-D (1920 x 1200@60Hz) 

Ethernet 2 x RJ45 

Audio 1 x MIC-in/ Line-out 

USB ports 3 x USB 2.0 , 1 x USB 3.0  

COM ports 4 x RS-232 

Expansions 1 x PCIe x4 , 1 x Mini PCIe 

Others 1 x Keyboard, Mouse 

Storage  

HDD 2.5” 1TB 

Environment 

Operating Temp  0℃ ~ 60℃ 

OS 

Support 
Windows XP, WES 2009, Windows 7, 
WES 7, Windows 8.1, WES 8,  
Windows 10 IoT, Linux 

Dimensions 

W x H x D 366 x 290 x 78mm 

Weight 4.9Kg 
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